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TECHNICAL DATA
MINOR 4 S MAJOR 4 S

Dimensions (LxWxH) 1510 x 490 x 1160 mm 1550 x 620 x 1270 mm

Weight 92 kg 135 kg

Hour meter yes yes

DESIGNMINOR 4 S MAJOR 4 S
Engine 5,5 HP elect. 380 V/3 9 HP Honda GX270

6 HP Honda GC190 9 HP Subaru EX27

6,5 HP B&S Vanguard 10 HP B&S Vanguard

6,5 HP Honda GX200

Capacity 45 mm 55 mm

Output (wheelbarrows/h.)16 24

Shredding technologie Chopping Principle™ 4SChopping Principle™ 4S

Chopping speed (cuts/min.)30.000 50.000

Blades 12 HS steel (reversible) 20 HS steel (revesible)

Transmission V-belt Gates Guard Power 
XPA 1600

V-belt Gates Guard Power 
XPA 1600

Infeed opening 190 x 250 mm 245 x 250 mm

Infeed height 930 mm 1030 mm

Impeller Ø 320 mm 320 mm

Turbine Ø / B 320 x 100 mm 320 x 120 mm

Swivelling discharge chute90° - 180° - 270° 90° - 180° - 270°

Directional de�ector yes yes

Output height 1100 mm 1160 mm

Frame steel plate 2,5 - 3 mm steel plate 2,5 - 3 mm

Wheels  4.00 x 4 4.80 x 4

Sound level Lw(A) 110 dB(A) 112 dB(A)

PERFORMANCE

OPTIONS

visit us on

Follow us 
on Facebook

www.eliet.eu

The sharpening or replacing of 
blades can be done in no time by 
simply loosening the screw and 
taking out the plate. 
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IMPORT USA
ELIET USA inc.
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Fax +1 412 774 1970

info@elietusa.com
www.elietusa.com

IMPORT UK
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